


AITC Technical Note 10  
 
Glulam members are stamped with one of the following type quality marks.  Each 
qualified plant has an individual qualification designation.  The designation “P-143” 
shown on the typical quality marks below is not assigned to any plant and is used only 
for the purpose of illustration. 

A TYPICAL CUSTOM* PRODUCT QUALITY MARK 

QUALITY 
INSPECTED

 

AITC designation of qualified licensee
plant. 

Indicates that the designated licensed plant 
has met all requirements for qualification and 
maintains an acceptable quality control 
system which is periodically inspected by 
AITC. 

A TYPICAL NON-CUSTOM** PRODUCT QUALITY MARK 
 
 
 
 

QUALITY 
INSPECTED

 

Indicates conformance to ANSI/AITC 
A190.1-2002, Structural Glued Lamin-
ated Timber. 

Identification of structural use, 
designated by symbols: 
B-simple span bending member; C-
compression member; T-tension 
member; CB-continuous or cantilever 
span bending member. 

Designates appearance grade. 
FRAM-Framing.  IND-Industrial. 
ARCH-Architectural.  PREM-Premium. 

AITC designation of qualified licensed 
plant.  

Name of wood species group used 

Designates applicable AITC laminating 
specification and combination symbol; 
for example: 
               “117-04 24F-V4”

Indicates conformance to 
ANSI/AITC A190.1-2002, 
Structural Glued Laminated 
Timber. 

Indicates that the designated licensed plant 
has met all requirements for qualification and 
maintains an acceptable quality control 
system which is periodically inspected by 
AITC. 

 
 *   For custom products, the details covering the product are included in applicable documents. 
 ** For non-custom products, essential details are included on the stamp.  
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